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GENERAL PLANTING NOTES:

1. EACH CONTRACTOR IS RESPONSIBLE FOR LOCATING AND PROTECTING ALL EXISTING
UTILITIES.

2. ALL SHRUB MASSES TO BE INCORPORATED BY A CONTINUOUS MULCH BED TO LIMITS
SHOWN AND AS SPECIFIED.  MULCH BEDS TO HAVE A NEAT, EDGED APPEARANCE.

3. SUBSURFACE IMPROVEMENTS SHALL BE OBSERVED.  THE CONTRACTOR SHALL
CONTACT THE OHIO UTILITIES PROTECTION SERVICE (OUPS) 48 HOURS PRIOR TO ANY
EXCAVATION OR DIGGING TO ENSURE THE LOCATION OF UNDERGROUND UTILITY
LOCATIONS.  IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PROTECT SUCH
UNDERGROUND UTILITIES.

4. ALL AREAS DISTURBED BY CONSTRUCTION SHALL BE FINE GRADED AND SEEDED.
5. ALL TREES WITHIN A SPECIES SHALL HAVE MATCHING FORM.
6. THE CONTRACTOR SHALL ENSURE THAT ALL NEWLY PLANTED TREES ARE PERFECTLY

ALIGNED AND SET PLUMB WITH PROPER RELATIONSHIP TO THE SURROUNDING GRADE.
CONFIRM FINISHED GRADE PRIOR TO PLANTING.

7. ALL PLANT MATERIAL SHALL BE OF THE SIZE AND TYPE SPECIFIED.  IF SUBSTITUTIONS
ARE APPROVED BY THE OWNER'S REPRESENTATIVE, THE SIZE AND GRADING
STANDARDS SHALL CONFORM TO THOSE OF THE AMERICAN ASSOCIATION OF
NURSERYMEN.

8. topsoil to be a  minimum depth of 6" in all tree and shrub beds.

PLAN VIEW: NOT TO SCALE

120

GUY WIRE

DECIDUOUS TREE PLANTING 
NOT TO SCALE

RUBBER GUY

12 GAUGE GALVANIZED GUY WIRE WITH WHITE
CAUTION TAPE ON EACH (3 TOTAL)

GALVANIZED TURNBUCKLES (3 TOTAL)

2" x 2" x 36" OAK P.T.
STAKES (3 TOTAL)

3" MULCH BED (TYPICAL)

DO NOT CUT MAIN
LEADER

PLANTING SOIL MIX12
"

M
IN

REMOVE TOP 1
3 OF BURLAP

COMPACT TO PREVENT
ROOTBALL FROM SETTLING
UNDISTURBED EARTH

3' MIN.

NOTES:
TOP OF ROOT BALL TO BE 2"-3" ABOVE ADJACENT FINISHED GRADE.
REMOVE ALL LABELS, TAGS, OR OTHER FOREIGN MATERIALS FROM LIMBS.
REMOVE GUY WIRES, TURNBUCKLES, HOSE AND STAKES 1 YEAR AFTER PLANTING.
THE AMOUNT OF PRUNING SHALL BE LIMITED TO THE MINIMUM NECESSARY TO REMOVE DEAD OR
INJURED TWIGS AND BRANCHES AND TO COMPENSATE FOR THE LOSS OF ROOTS DURING
TRANSPLANTING.  RETAIN NORMAL SHAPE OF TREE.  OWNERS REPRESENTATIVE WILL DETERMINE
AMOUNT OF PRUNING NECESSARY. PLANT TREES AT SAME GRADE AS GROWN IN THE NURSERY.

SET TRUNK PLUMB WITH EXISTING GRADE

FINISHED GRADE

HOSE SLEEVE

6
"M

IN
.

50°

NOT TO SCALE

SHRUB PLANTING
1

PLANT SCHEDULE

COMMON NAME BOTANICAL NAME SIZE ROOT REMARKS

TREES:

BLACK TUPELO NYSSA SYLVATICA 2.5"-3" CAL. B&B

SHRUBS:

nicks compact juniper juniperus chinensis 'nick's compact' #5 CONT.

REMOVE BURLAP
FROM UPPER 1/3
OF ROOTBALL

PLANTING
SOIL MIX

2" BARK
MULCH BED

2

THE ENGINEER SHALL BE NOTIFIED PRIOR TO BEGINNING PLANTING
OPERATIONS.

REFER TO THE OHIO DEPARTMENT OF TRANSPORTATION
CONSTRUCTION AND MATERIAL SPECIFICATIONS (CURRENT EDITION)
AND ALL CONSTRUCTION WORK SHALL BE DONE ACCORDING TO
SAID SPECIFICATIONS AND IN ACCORDANCE WITH APPLICABLE
STANDARDS OF THE GOVERNING AGENCIES.  WHEN IN CONFLICT, THE
MORE STRINGENT REQUIREMENTS SHALL GOVERN.

PREPARATION OF THE SUBGRADE IN LANDSCAPED AREAS:
PRIOR TO THE PLACEMENT OF TOPSOIL AND THE ESTABLISHMENT OF
THE FINISHED GRADE, THE CONTRACTOR SHALL COORDINATE WITH
THE ENGINEER TO INSPECT THE SUBGRADE FOR SUITABILITY FOR
PLANTING.  IF SUBSURFACE BEDROCK, SHALE, OR OTHER
OBSTRUCTIONS ARE ENCOUNTERED IN THE SUBGRADE, THE ENGINEER
MAY SELECT ALTERNATE LOCATIONS FOR PLANT PLACEMENTS.
WHERE LOCATIONS CANNOT BE CHANGED, THE UNSUITABLE MATERIAL
OR OBSTRUCTION SHALL BE REMOVED TO A DEPTH, NO LESS, THAN
6" BELOW BOTTOM OF THE ROOT BALL WHEN THE PLANT IS
PROPERLY SET AT THE REQUIRED GRADE.  THE ADDITIONAL
EXCAVATION SHALL BE FILLED WITH A SUITABLE CLEAN SOIL
MATERIAL FREE OF ROCK AND CONSTRUCTION DEBRIS AND
SUITABLE FOR THE PLANTING SUBGRADE AS DETERMINED BY THE
ENGINEER.

TOPSOIL:
TOPSOIL PLACEMENT: THE CONTRACTOR SHALL PLACE TOPSOIL IN
ALL LANDSCAPED AREAS.  TOPSOIL SHALL BE FREE OF JOHNSON
GRASS AND CONFORM TO ODOT ITEM 653 AND SHALL BE A FRIABLE
LOAM, TYPICAL OF CULTIVATED LOCALLY, CONTAINING AT LEAST 3
DECAYED ORGANIC MATTER (HUMUS).   IT SHALL BE REASONABLY
FREE OF SUBSOIL, STONES, EARTH, CLODS, STICKS, ROOTS OR OTHER
OBJECTIONABLE EXTRANEOUS MATTER OR DEBRIS.  IT SHALL
CONTAIN NO TOXIC MATERIALS.

TOPSOIL MAY BE ALTERED, UPON APPROVAL OF THE ENGINEER, BY
ADDING APPROVED CONDITIONERS TO CORRECT THE DEFICIENCIES.
TOPSOIL AND CONDITIONERS SHALL CONFORM TO ODOT ITEM 653 AS
DETERMINED BY THE ENGINEER.

TOPSOIL SHALL BE PLACED TO A DEPTH OF 8" IN ALL CONTINUOUS
TREE AND SHRUB PLANTING AREAS.  TOPSOIL SHALL BE A MINIMUM
OF 4" IN DEPTH IN ALL TURF GRASS AREAS.

PLANTING SPECIFICATIONS

LAYOUT:
PRIOR TO PLANTING, LOCATIONS FOR PLANTS AND
OUTLINES OF BED AREAS SHALL BE CLEARLY
MARKED ON THE GROUND IN CONFORMATION WITH
THE LANDSCAPE PLAN.  ALL PLANTINGS SHALL HAVE
THEIR LOCATIONS STAKED PRIOR TO EXCAVATION
FOR APPROVAL BY THE ENGINEER.  LOCATIONS MAY
BE REVISED BY RE-STAKING PRIOR TO
EXCAVATION.

TURF GRASS - SEED:
GRASS SEED: FRESH, CLEAN, DRY, NEW-CROP SEED
COMPLYING WITH AOSA'S "JOURNAL OF SEED
TECHNOLOGY;RULES FOR TESTING SEEDS" FOR
PURITY AND GERMINATION TOLERANCES
15% perennial rye grass
85% turf type tall fescue
grass seed to be rated in ntep's top 10.
contractor to submit seed mix to be
approved by the landscape architect prior
to construction.

PREPARATION OF FINISHED GRADE:
THE PREPARATION OF PLANTING AREAS MAY BEGIN PRIOR TO
THE SPECIFIED PLANTING SEASON PROVIDED THE FINISHED GRADE
HAS BEEN ESTABLISHED AND APPROVED BY THE ENGINEER, AND
PROVIDED THAT IN THE JUDGEMENT OF THE ENGINEER, THE
GENERAL CONSTRUCTION WORK IS SUFFICIENTLY ADVANCED.


